
HILO MULTIFILAMENTO DE NYLON PA6

DENIER CARGA ELONGACION GPD SBW %

A0.2 -/+ 0.1105.0 -/+ 05.60.3 -/+ 0.8150.0 -/+ 57.05 - /+ 011     21 / 011
G0.2 -/+ 0.0105.0 -/+ 05.60.3 -/+ 0.9101.0 -/+ 00.16 -/+ 05142 / 051
H0.2 -/+ 0.0105.0 -/+ 05.60.3 -/+ 0.9101.0 - /+ 51.17 -/+ 07142 / 071
B0.2 -/+ 0.0104.0 -/+ 00.70.3 -/+ 0.8101.0 -/+ 05.18 -/+ 012     42 / 012
C0.2 -/+ 0.0105.0 -/+ 00.60.4 -/+ 0.5251.0 -/+ 04.101 -/+ 042     21 / 042
J0.2 -/+ 0.0105.0 -/+ 05.50.3 -/+ 0.3251.0 -/+ 06.1 01 -/+ 08241 / 082
D0.2 -/+ 0.1103.0 -/+ 00.70.3 -/+ 0.8152.0 -/+ 00.361-/+ 024     84 / 024
E0.2 -/+ 0.0105.0 -/+ 05.60.3 -/+ 0.8102.0 -/+ 03.452 -/+ 036     27 / 036
F0.2 -/+ 0.0105.0 -/+ 05.60.3 -/+ 0.8103.0 -/+ 06.503 -/+ 048     69 / 048

                                                          ACONDICIONAMIENTO MULTIFILAMENTO DE NYLON
               Embalaje Longitud del tubo Peso del hilo en cada Nº de bobina por caja Anchura con hilo

bobina

mm0718smg 052 -/+ sgk 57.2ogral mm 062)D012 olos( notrac obuT
mm0324smg 004 -/+ sgk 57.5ogral mm 062notrac obuT

( 420D / 630D / 840D
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