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Desarrollo Industrial SL

MONO IND 3
Grade: INDUSTRIAL / ZIPPER

a

Resin: PETP (Low L.V)

Dia / Grade Dia Tolerance Denier Load Elong. SHA SBW Tenacity
(%) (%)

0.50 — 3508 0.500+/-0.020 2440+/-100 | 7.5+/-0.5 35+/-5 8.0+/-1.0 | 0.8+/-0.3 3.07
35+/-5

0.50 — 3505 0.500+/-0.020 2440+/-100 | 7.5+/-0.5 " 5.5+/-0.5 | 0.8+/-0.3 3.07
35+/-5

0.50 — 3509 0.500+/-0.020 2440+/-100 | 7.5+/-0.5 . 1.6+/-0.2 1.0+/-0.3 3.07

0.60 — 3210 0.580+/-0.025 3282+/-131 | 10.0+/-0.5 | 32+/-5 | 10.0+/-1.0 | 1.0+/-0.3 3.05

0.60+/-3208 0.580+/-0.025 3282+/-131 10.0+/-5 32+/-5 8.0+/-1.0 1.0+/-0.3 3.05

0.68 — 6007 0.680+/-0.035 4512+/-180 | 12.0+/-1.0 | 60+/-10 | 7.0+/-1.0 1.0+/-0.3 2.65

0.74 — 4008 0.740+/-0.040 5344+/-267 | 13.0+/-2.0 | 40+/-5 8.0+/-1.0 | 0.8+/-0.3 243

0.78 — 4008 0.780 +/- 0.040 5932+/-295 | 14.2+/-2.0 | 40+/-5 8.0+/-1.0 | 0.8+/-0.3 2.40

Test condition: 25 Deg C 65% RH

NOTE: -

* SHA SHOULD BE MAINTAINED BETWEEN 5.0 To 6.0 ( % )
* SHA SHOULD BE MEASURED AT 130°C
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Desarrollo Industrial SL

MONO IND 4 Grade: INDUSTRIAL /ZIPPER Resin: PETP (High IV)

Dia / Dia Tolerance | Denier Load Elong. | SHA SBW Tenacity
Grade (%) (%)

0.12-30/4 | 0.120+/-0.008 140+/-6 0.74+/-0.1 | 30+/-3 | 4.0+/-1.0 | 1.0+/-0.3 5.00

0.15-30/4 | 0.150+/-0.008 220+/-9 1.14/-0.1 | 30+/-3 | 4.0+/-1.0 | 1.0+/-0.3 4.90

0.18 —=30/4 | 0.180+/-0.009 316+/-14 1.50+/-0.2 | 30+/-3 | 4.0+/-1.0 | 1.0+/-0.3 4.80

0.20 -30/4 | 0.200+/-0.009 390+/-19 1.84/-0.2 | 30+/-3 | 4.0+/-1.0 | 1.0+/-0.3 4.75

0.23-25/5 | 0.230+/-0.009 516+/-21 2.54/-0.3 | 25+/-3 | 5.0+/-1.0 | 1.0+/-0.3 4.75

0.25-45/3 | 0.250+/-0.010 610+/-25 2.84/-0.3 | 45+/-5 | 3.0+/-1.0 | 1.0+/-0.3 4.50

0.30 -30/4 | 0.300+/-0.012 878+/-35 3.8+/-0.2 | 30+/-5 | 4.0+/-1.0 | 1.0+/-0.3 4.25

0.32-35/3 | 0.320+/-0.013 999+/-40 4.5+/-04 | 35+/-5 | 3.0+/-1.0 | 1.0+/-0.3 4.25

0.34—-40/3 | 0.340+/-0.015 1127+/-45 4.8+/-0.4 | 40+/-5 | 3.0+/-1.0 | 1.0+/-0.3 4.25

0.50-3508 | 0.500+/-0.015 2440+/-100 8.0+/-0.5 | 35+/-5 | 8.0+/-1.0 | 0.8+/-0.3 3.25

0.50-3505 | 0.500+/-0.015 2440+/-100 8.5+/-0.5 | 35+/-5* | 5.5+/-0.5 | 0.8+/-0.3 3.50

0.50-3509 | 0.500+/-0.015 | 2440+/-100 | 8.0+/-0.5 355:: 1.6+/-02 | 1.0+-03 | 3.25
0603210 1 580+/-0.020 | 3282+/-131 | 10.6+/-0.5 | 32+/-5 +/{? o | 10703 | 325

0.60 - 3208 | 0.580+/-0.020 3282+/-131 | 10.6+/-0.5 | 32+/-5 | 8.0+/-1.0 | 1.0+/-0.3 3.25

Inscrita en el registro mercantil de Castellon, tomo 1583 folio 171, inscripcion 1 con hoja CS-33887

0.68 - 6007 | 0.680+/-0.030 4512+/-180 | 12.8+/-1.0 | 60+/-10 | 7.0+/-1.0 | 1.0+/-0.3 2.75

0.74 - 4008 | 0.740+/-0.035 5344+/-267 | 14.5+/-2.0 | 40+/-5 | 8.0+/-1.0 | 0.8+/-0.3 2.75

0.78 - 4008 | 0.780+/-0.035 5932+/-295 | 16.5+/-2.0 | 40+/-5 | 8.0+/-1.0 | 0.8+/-0.3 2.75

Test condition: 25 Deg C 65% RH
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Desarrollo Industrial SL

MONO IND 3,4. Zipper Standard Packages,
Attributes

Standard Packages

DIAMETER PUT-UP
Up to 0.50 Zipper 3 kg
Above 0.50 Zipper 7 kg, Din 160

Attributes

Good Tensile strength
Narrow diameter tolerance
Controlled elongation
Good abrasion resistance.
High durability
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Desarrollo Industrial SL

MONO IND 5
Grade: Industrial Resin: POLYPROPYLENE [PP]

DIA | GRADE | GAUGE DENIER LOAD ELON | SHA SBW TENACITY | .
G &
A
014 16/2 0.129 - 0.151 126+/-5 0.9+/-0.1 | 16+/-3 | 2.0+/-1.0 | 2.0+/-1.0 7.00 d)
~ 8,
o
015 22/3 0.135-0.165 145+/-8 1.14/-0.1 | 22+/-5 | 3.0+/-1.0 | 2.0+/-1.0 7.50 é
018 25/2 0.165 — 0.195 208+/-8 1.3+/-0.1 | 25+/-5 | 2.0+/-1.0 | 1.0+/-1.0 6.25 ;g
0.20% 25/2 0.190 — 0.230 257+/-10 1.8+/-0.2 | 25+/-5 | 2.0+/-1.0 | 2.0+/-1.0 6.75 g
S
021 22/3 0200 -0.220 355+/-12 2.39+/-0.2 | 22+/-5 | 3.0+/-1.0 | 2.0+/-1.0 6.75 %
m
023 25/2 0207 — 0253 340+/-14 2.2+/-0.2 | 25+/-5 | 2.0+/-1.0 | 2.0+/-1.0 6.50 g
o
£
025 2273 0225 —0.275 400+/-20 2.7+/-0.2 | 16+/-3 | 2.0+/-1.0 | 2.0+/-1.0 6.50 %
S
0.25 16/2 0.250+/-0.025 400+/-20 2.7+/-0.2 | 16+/-3 | 2.0+/-1.0 | 2.0+/-1.0 6.50 ._g
S
U
©
028 25/2 0252 — 0.308 504+/-25 3.3+/-0.3 | 25+/-5 | 2.0+/-1.0 | 2.0+/-1.0 6.50 e
580+/-30 3.8+/-0.3 | 22+/-5 | 3.0+/-1.0 | 2.0+/-1.0 6.50 g
0.30 2213 0.270 - 0.330 =
5
032 25/2 0288 — 0352 658+/-32 4.3+/-0.3 | 25+/-5 | 2.0+/-1.0 | 2.0+/-1.0 6.50 %
[ =
(Y]
034 22/3 0306 — 0374 743+/-47 4.8+/-0.3 | 224/-5 | 3.0+/-1.0 | 2.0+/-1.0 6.50 g
£

0.40 2273 0.360 — 0.440 1000+/-50 6.0+/-0.3 | 22+/-5 | 3.0+/-1.0 | 2.0+/-1.0 6.00

Note: * (+ve) Tolerance
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Desarrollo Industrial SL

MONO IND 5
. Poly Propylene Standard Packages, Attributes

Standard Packages

DIAMETER PUT-UP
Up to 0.15 Din 160
Above 0.15 Din 200, F7
Attributes
* Good tensile strength.
* Good elongation.
* Good abrasion resistance.
* Good stiffness.
* High durability
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Desarrollo Industrial SL

a

MONO IND 6

Grade:INDUSTRIAL Resin: PA66

Dia / Grade | Dia Tolerance Denier Load Elong. | SHA SBW Tenacity
) | (%)

0.20-27/5 0.200+/-0.010 330+/-17 | 2.4+/-03 27+/-4 | 3.5+/-0.5 | 4.0+/-0.5 7.25

0.20 -18/5 0.200+/-0.008 330+/-13 | 2.4+/-0.2 | 18+/-3 | 4.5+/-0.5 | 5.0+/-0.5 7.25

0.20-25/5 0.200+/-0.010 330+/-17 | 2.4+/-0.3 | 25+/-4 | 4.5+/-0.5 | 5.0+/-0.5 7.25

0.22-18/5 0.220+/-0.11 390+/-17 | 2.8+/-0.2 | 18+/-3 | 4.5+/-0.5 | 5.0+/-0.5 7.20

0.23-18/5 0.230+/-0.012 420+/-21 | 3.0+/-0.2 | 18+/-3 | 4.5+/-0.5 | 5.0+/-0.5 7.50

0.23 - 18/3* 0.230+/-0.012 420+/-21 | 3.0+/-0.2 | 18+/-3 | 3.0+/-0.5 | 3.5+/-0.5 7.50

0.28 - 18/5 0.280+/-0.014 630+/-21 | 4.5+/-0.5 | 18+/-3 | 4.5+/-0.5 | 5.0+/-0.5 7.15

0.28 —25/5 0.280+/-0.014 630+/-21 | 4.0+/-05 | 25+/-4 | 4.5+/-0.5 | 5.0+/-0.5 6.35

Test condition: 25 Deg C 65% RH

¢ THERMAL RETENSION SHOULD BE 98.0+/-3 ( % )
* SHA (%) IS TO BE MEASURED FOR 5 MINUTES ONLY
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Desarrollo Industrial SL

MONO IND 6 - . PA 66 Standard
Packages, Attributes

Standard Packages

DIAMETER PUT-UP
0.20 —0.30 Din 160,Din 200, Din 250 , F7

Attributes

Good Dyeing ability
Good tensile strength
Low memory

Good thermal stability
High durability

Good abrasion resistance.
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Desarrollo Industrial SL

MONO IND 7 Grade: INDUSTRIAL Resin: PA6
Dia / Grade | Dia Tolerance Denier Load Elong. SHA SBW Tenacity
(%) (%)
0.10 -25/5 | 0.1004/-0.012 | 814/-6 | 0.6+/-0.1 | 25+/-4 | 5.0+/-1.0 | 5.5+-1.0 | 7.40
0.12 -30/7 | 0.1204-0.012 | 116+/-7 | 0.7+-0.2 | 30+/-4 | 7.04/-1.0 | 8.0+/-1.0 | 6.00 5
[e0]
m
0.12-30/4 | 0.1204-0.012 | 116+/-7 | 0.7+-0.2 | 30+/-4 | 4.0+/-1.0 | 4.5+-1.0 | 6.00 S
)
0.14 — 30/4 0.140+/-0.012 | 158+/-9 | 1.14/-0.2 | 30+/-4 | 4.0+/-1.0 | 4.5+/-1.0 | 7.00 §
0.16 — 30/4 0.160+/-0.010 | 210+/-12 | 1.4+/-0.2 | 30+/-4 | 4.0+/-1.0 | 4.5+-1.0 | 6.65 g
020-30/4 | 02004-0.010 | 330+/-17 | 2.3+/-0.3 | 30+/-4 | 4.0+/-1.0 | 4.5+-1.0 | 7.00 =
~
_ 2
0.20=25/5 1 (20040010 | 340+/-17 | 2.4+-03 | 25+/-4 | 5.04-1.0 | 7.54-1.0 | 7.00 5
™M
o0]
0.20=2476 1 (900+-0.010 | 340+/-17 | 2.4+-03 | 24+/4 | 6.0+-1.0 | 8.5+-1.0 | 7.00 S
c
O
0.20 - 22/5 0.200+/-0.010 | 340+/-17 | 2.3+/-0.3 | 22+/-4 | 5.04/-1.0 | 6.0+/-1.0 | 7.00 §
]
2
022-25/5 | 02204-0.010 | 390+/-17 | 2.8+/-0.3 | 25+/-4 | 5.5+/-1.0 | 6.5+-1.0 | 7.30 o
©
6.60 €
0.23 — 30/4 0230 +/-0.012 | 420+/-21 | 2.8+/-0.3 | 30+/-4 | 4.0+/-1.0 | 4.5+/-1.0 g
Q
0.23 - 22/5 0.230+/-0.012 | 420+/-21 | 2.8+/-0.3 | 22+/-4 | 5.04/-1.0 | 6.0+/-1.0 | 6.60 £
o
7]
0.23 - 26/3 *3.0+/- k-
(1% * 0.230+/-0.012 | 420+/-21 | 3.0+/-03 | 26+/-4 o 3.04-1.0 | 7.15 :
0.25 - 30/4 0.250+/-0.13 | 503+/-25 | 3.3+/-0.4 | 30+/-4 | 4.0+/-1.0 | 4.5+-1.0 | 6.50 g
0.32 - 30/4 0.320+/-0.016 | 825+/-41 | 5.0+/-0.5 | 30+/-4 | 4.0+/-1.0 | 4.5+/-1.0 | 6.00
12.0+/-
032-20/12 | 03204/-0.016 | 825+/-41 | 5.0+/-0.5 | 20+/-4 4 12.54/-1.0 | 6.00
i"ife” 2451 03704/:0.018 | 1102+/-55 | 7.5+/-0.6 | 24+/4 | 5.04-10 | 6.0+-10 | 675
11.0+/-
0.38 24/11 0.380+/-0.019 | 1163+/-58 | 8.0+/-0.7 | 24+/-4 A 11.04/-1.0 | 6.85




aralia

Desarrollo Industrial SL

MONO IND 7. PA 6 Standard
Packages, Attributes

Standard Packages

DIAMETER PUT-UP
Up to 0.15 Din 160
Above 0.15 Din 200, Din 250 , F7

Attributes

Good tensile strength
Good thermal stability
Narrow gauge tolerance.
High durability
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